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Puracon ECO

The Puracon ECO reliably monitors the moisture content in your compressed air system. The device is installed directly after 

the filter in the pipeline and is suitable for both new installations and manufacturerindependent retrofitting.

The current moisture value can be conveniently read at any time on the display. If the limit value is exceeded, a clearly visible 

red warning indicator lights up. Thanks to replaceable 2 x AAA batteries, the Puracon ECO operates flexibly without complex 

wiring. For additional energy efficiency, the device switches off automatically after 60 minutes – with no annual maintenance 

required.

Compact moisture control – simple and efficient.

 

Specifications
	» High-quality aluminum housing

	» Precision moisture sensor (0–99 mg/m³)

	» Digital display for accurate residual moisture indication

	» Red alarm LED warning when limit values are exceeded

	» Powered by 2 x AAA batteries (included)

	» 1/4“ female thread connection (female thread)

 

Functions
	» Pressure and temperature compensation

	» 60 minutes of continuous operation with automatic shut-off

	» Battery life of at least 2 years

	» No monthly or annual calibration required

	» Sensor board can be replaced independently and cost-effectively every 2 years

 

Options
	» Various fittings available

	» Optional 5/8” connection for DIN 200 or DIN 300 bar

	» Adjustable throttle valve

	» High-quality PVC transport and protective case

Technical Data

Lenhardt & Wagner GmbH
An der Tuchbleiche 39
68623 Hüttenfeld/Germany

Phone:	 +49 (0)62 56 - 8 58 80 -0
Fax:	 +49 (0)62 56 - 8 58 80 -14 

eMail: service@lw-compressors.com
Internet: www. lw-compressors.com

Technical Data Puracon ECO

Operating pressure 100 – 350 bar

Flow rate 80 – 1300 l/min

Measurement range / accuracy ±2 mg/m³ at: 250 bar, 25 °C, 200 l/min and humidity level 25 mg/m³

Operating time (battery powered) Approx. 2 years

Battery type 2 x AAA (LR03) alkaline

Connection 2 x G1/4“ female thread

Operating temperature +5°C - +45°C 

Dimensions (L x W x H) 60 x 90 x 40 mm

Weight 800 g

 


