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Stationary Compressors

Service Kits

The service kits contain all required parts for the maintenance interval according to the factory requirements. The use of the L&W ser-

vive kits ensure that all required parts are ordered and be replaced and gives you the assurance that all parts are includet in your order. 

The servive kits include, depending on the model and interval parts such as O-Rings, Sinter Filter, Intake Filter, Silencers, In-& Outlet 

Valve, Valve Seals and Compressor oil. 

Note: The service kits do not include V-belts.

Order Number / Working Hours

Compressor Year of construction 1000 h 2000 h 4000 h

LW 230 E / LW 280 E / LW 320 E until 03/2023 004970 003920 -

LW 230 E / LW 280 E / LW 320 E 04/2023 - 02/2024 012469 012470 -

LW 230 E / LW 280 E / LW 320 E from 03/2024 012869 012870 -

LW 230 E / LW 280 E / LW 320 E II with ACD 04/2023 - 02/2024 012469 012470 -

LW 230 E / LW 280 E / LW 320 E II with ACD from 03/2024 012869 012870 -

LW 300 E - 003841 003834

LW 320 E / LW 320 B AL Nautic without ACD until 03/2023 011061 011062 -

LW 320 E / LW 320 B AL Nautic with ACD until 03/2023 004970 003920 -

LW 320 E / LW 320 B AL Nautic without ACD from 04/2023 012461 012462 -

LW 320 E / LW 320 B AL Nautic with ACD 04/2023 - 02/2024 012469 012470 -

LW 320 E / LW 320 B AL Nautic with ACD from 03/2024 012869 012870 -

LW 450 D Basic - 011070 - 011071

LW 450 E / LW 450 D until 06/2016 003841 - 003834

LW 450 E / LW 450 D  from 07/2016 003841 - 009677

LW 450 E III until 09/2017 009718 009719

LW 450 E III  from 10/2017 009718 010444

LW 570 E / LW 570 D - 005166 002272 004029

LW 570 E II until 09/2017 010013 010014 010015

LW 570 E II  from 10/2017 010013 010429 010355

LW 720 E Please indicate serial number and engine speed.

LW 1300 E Please indicate serial number and engine speed.

 ACD = Automatic Condensate Drain


